
18" ITEM 301.35 SUBBASE OF DENSE GRADED
CRUSHED STONE OR SUITABLE EXCAVATED
MATERIAL AS APPROVED BY CITY ENGINEER

COMPACTION WILL TAKE PLACE
ON EITHER SIDE OF PIPE, AND
EVERY 8" TO 10" THEREAFTER

BACKFILL WITH ITEM 204.30 GRANULAR BACKFILL
FOR STRUCTURES OR SUITABLE EXCAVATED
MATERIAL AS APPROVED BY CITY ENGINEER

COMPACTION FOR THE REMAINDER OF
OPENING WILL TAKE PLACE EVERY
8" TO 10" THEREAFTER WITH SUITABLE
COMPACTION EQUIPMENT

UTILITY MAIN OR SERVICE

COAT SIDE OF EXISTING
PAVEMENT WITH
EMULSIFIED ASPHALT

2" (MATCH EXISTING THICKNESS IF GREATER)
TYPE II TIER III BITUMINOUS CONCRETE PAVEMENT

1" (MATCH EXISTING THICKNESS IF 
GREATER) TYPE IV TIER III
BITUMINOUS CONCRETE PAVEMENT

SAWCUT EDGE

VARIABLE
DEPTH

18" DIA. 18"

12" 12"12" 12"
VARIABLE WIDTH

MAX 14" TOLERANCE
FOR SURFACE VARIANCE
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